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When a turbulent boundary layer is produced by air flow past a
. solid surface, the turbulence in the boundary layer can generate a

s sound field in the free stresm snd will also induce fluctuating loads
on the solid surface. If the surface is flexible, this motion will
generate sm additional sound field on both sides of the surface.

w
In an initial investigation of the latter form of sound generation,

suitable equipment has been developed to measure the fh.ctuat”~ waU
pressure in the turbulent boundary layer. The equipment includes a
specially designed low-noise- and low-turbulence-levelwind tunnel and
a small barium titanate transducer and preamplifier combination for fre-
quencies up to ~ kilocycles. The transducer and preamplifier’may be
useful for other applications.

Using this equipment, some of the properties of the wall pressure
fluctuations in a turbulent boundery lq_er have been measured. It was
found that the spectrum of the wall pressure fluctuations extended to
50 kilocycles and that the root-mean-square wall pressure was a constant
part (0.0035) of the free-stream dynsmic pressure for 0.2 <M <0.8
and 1.7 < Re < 20 x 106. A few typical spectra are given for differ-
ent values of Reynolds number and Mach number.

INI!ROD7XTION

A problem that has received little attention is that of noise pro-
duction by a turbulent boundsry layer. A description of this problem
shows that there are really two sources or mechanisms of noise genera-
tion. Consider an external flow field which causes a turbulent boundary
layer to develop along one side of an impervious wall. On the other side
of the wall, which may be flexible or rigid, is a stationary fluid, which
is shown in the folJowimg sketch:

%-.
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The first mechsaism of sound generation will be singled out when
the wall is absolute~ rigid, since the turbulent flow will then be the
only somce of sound. This mechanism of sound generation has a3ready
been discussed from a theoretical point of_view (refs. 1, 2, and 3).
However, pertinent experiments to determine the characteristics of the “ ,
turbulent boundary-layer flow that sre of tiportance in the generation
of this type of sound and the properties of the generated sound field -—.

have not yet been made. In fact, the flow speed at which the intensity
of this type of sound field becomes appreciable Is not yet known.

“

The
flexible
boundexy
fluid to
causes a

The
airplsm.e

second mechanism of sound generation appears when the wall is
enough to deflect under the fluctuating forces imposed by the
layer. In this case, the wall motion couples the internal
the external flow field. The resulting motion of the wall
sound field in the stationary internal fluid.

intensity of the internal sound field can be appreciable in an
fuselage. According to reference 4, at high subsonic speeds a

large portion of the sound inside the fuselage of an airplane is-cawed
by the boundary layer on the rearward portion of the fuselage. One
might expect to encounter internal bounda.ry-layernoise h the case of
other vehicles such as ships or automobiles. A related phenomenon is
noise generation outside a pipe or duct when the fluid flow inside is
fully turbulent.

The “internal” boundary-layer-noise problem, in the sense of the
above sketch, must be formulated before appropriate experhnents or
theories can be devised. In the first approximation the wall motion
and the energy content of the radiated sound field will be assumed small.
Two simplifications are then possible as follow:

(1) The fluctuat~ forces imposed by the boundary layer will be
essentially the ssme on a rigid wall as on a flexible moving wall.
Thus, these forces may be determined on a rigid wall.

.
#
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(2) The weak radiated sound field wi2J not affect the wall motion

. at distant potits. Thus, the forces acting on the wall will be caused
only by the ‘localfluid properties.

The fluctuating forces caused by the turbulent boun~ layer along
the mill are the wall static prespure and shearing stress. For the pres-
ent only the static pressure will be considered since for thin plates, as
in an airplane skti, the wall motion is essentially deflection normal to
the surface. (The wall sheering stress may be of importance in special
cases.)

The problem can now be formulated by considering the fluctuating
wall static pressure as the driving force and writing the equations of
motion for the wall snd the fluid on each side of the wall. The assump-
tions are that the radiated sound does not affect the wall motion at dis-
tsut points and that the wall static pressure (the driving force) is the

\ same on the moving wall as on a rigid walJ.

Theoretical treatments of some aspects of the internal boundery
*

layer noise problem have alresdy been given by &aichnan, reference 5,
Corcos and Liepmann, reference 6, and Ribner, reference 7. &aichnan
has given some integral expressions for the statistical properties of
the fluctuating static pressure in snisotropic turbulence and has applied
them to flow models similsr to those observed in boundsry-layer turbu-
lence. In references 6 and 7 consideration is given to some aspects of
the internal sound field taking into account the properties of the flex-
ible wall and the boundary layer. No definite conclusion could be
reached by any of these authors because of the lack of experimental
information on the properties of the fluctuating pressure in a turbulent
boundary layer.

Throughout the course of this research program the author has had
the advsntage of a close association with Erof. H. W. Liepmann who sug-
gested this problem. The discussions and valuable suggestions that
resulted are deeply appreciated.

The help of hk. P. F. R. Weyers in building the low noise level
facility is appreciated. Mr. Mervin E. Jessey was responsible for the
selection of the electronic equipment and design of the preamplifier.

The present work represents pert of a long range investigation of
aerodynamic noise carried out at the Guggenheim Aeronautical Laboratory,
California Institute of Technology, under the sponsorship and with the
financial assistance of the National Advisory Conmittee for Aeronautics.

.
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PURFOSE OF PRESENT INVESTIGATION

As discussed in the introduction a knowledge of the wall pressure
fluctuations is essential for an understanding of the sound field in the
internal region which is caused by the deflection of the wall. S5nce
the pressure fluctuations are random, the space and time correlations of
the walL pressure must be lmown before the motion of the wall can be com-
puted (see ref. 6 for the appropriate equations).

It was decided that sn experimental approach to au understanding of
boundsry-layer noise should be directed towards the measurement of the
fluctuating wall pressure in a turbulent boundary layer on a rigid wall.
The rigidity of the wall simplifies the measurements end should not
introduce appreciable deviations from the case of a flexible.wall. ~
addition, knowledge of the fluctuating wall pressure should increase the
present howledge. of turbulent sheer flows in general.

As a first step in the program It waa decided that the fluctuating
static pressure at one point should be measured. Thus, only the the
correlation can be obtained. The quantities to be measured are then the
mean square of the pressure at a petit and the power spectrum of the
pressure at a point. Once the power spectrum is known, the time correla-
tion can, in principle; be determined by quadrature. After the fluctu-
ating pressure at a point has been measured it should then be possible
to measure the spatial correlation using the techniques akready developed.

At the present time the first portion of this program has been
accomplished but at the expense of considerable time and effort. First,
a low-noise- and low-turbulence-levelwind tunnel was developed. Then
a suitable high-frequency transducer and the necessary electronic equdp-
ment were assembled. Finally, the mean-sqwe snd the power spectrum
of the wall pressure have been measured. The power-spectrum measure-
ments are not yet in final form (see section ~*Discussionof Results”).

ExPERlcMEN’TALEwmMENT AND METHOD

Wtid Tunnel

The measurements of the fluctuating pressure were made on the inside
wall of a 5-foot-long, h-inch-inside-diameterbrass pipe of l/8-inch wall
thickness. The pipe is supplied with high-speed air from the contraction
cone of a low-noise- and low-turbulence-levelfacility described in
appendix A. Additional information is contained in reference 8. The
facility provides a low-turbulence-levelsource of air for speeds restric-
ted at present to a Mach number range O <M < 0.8 at sound pressure

●
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.

levels below 40 decibels (relative to 0.0002 dyne/cm2) for frequencies
above ~ cps. .

A sonic throat was used to prevent upstream propagation of diffuser
noise and to furnish speed control. The sonic throat consfsted of
various-sized ogival central bodies end remomi%le‘venturitubes. The
venturi cross sections were circular arcs. The central bodies had
blunt bases in order to stabilize the upstream flow by providing a fixed
location for boundary-layer separation. A sketch of the pipe test sec-
tion is shown in figure 1,

Considerable care was exercised in order to isolate the pipe from
compressor and building vibrations. The ati-sqply pipe is mounted on
rubber pads, the test-section pipe, on felt pads. Rubber couplings, made
from a motorcycle inner tube, were used to isolate the test-section pipe
from the piye downstream of the sonic throat.

e

In order to increase the mass of the pipe supported on the felt pads
and to help dsmp pipe vibration, a total of ~0 pounds of lead shot con-
tained in 10-pound begs was distributed along the length of the pipe.

G

Vibration tests established that when the pipe downstream of the sonic
throat was vibrated, less than 1 percent of the average amplitude of
vibration of the downstream pipe was transmitted to the upstream test
section.

Initial Tests

Initial tests in an attempt to measure the wall pressure fluctua-
tions were made using a condenser microphone (Altec Lansing Corporation,
type 21-BR-1~). A small hole was billed tithe pipe wall and the
microphone was placed over the hole and sealed to prevent air flow into
the pipe. It was found that wall pressure fluctuations were present
when the boundary layer was turbulent and decreased considerably when
the boundary layer was tier. It was also fowd that the spectrum of
the pressure extended far beyond the range of the microphone,
20 <f <l~,ooo Cps. In addition, a very severe resonance peak was found
with the above arrangement. Upon increasing the dimensions of the sealed
cavity over the hole the resonant frequency decreased. It was concluded
that the cavity and small hole formed a Helmholtz resonator. In view of
this, sny measurements of the pressures would surely be in error since
the flow of air through the hole might affect the boundsry layer.

Bsxium Titanate Transducer

A progrem to develop a transducer flush with the pipe wall with a
response extending to 50 kilocycles‘-s begun. Polycrystalline berium

.
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titanate was selected for the transducer. This material has a number of
advantages. It is readily available, has a stable output in time, has
a high dielectric constant, and csn be obtained in various shspes.

It was intended that the frequency response, to ~ kilocycles, would
be obtained by designing a transducer with a natural frequency much higher
than ~ kilocycles. Unfortunately, initial tests showed that when the
barium titsnate was fastened rigidly to the wall of the pipe it is an
excellent strain gage smd accelerometer. The signals picked up were
caused by the small vibrations and strain waves in the wall of the brass
pipe. It became necesssry to isolate the transducer frcm the pipe wall.
The details of the transducer development and techniques are discussed ti
appendix B. A sketch of the transducer b its present form is shown in
figure 2. As shown in the sketch, the sensitive element is mounted flush
with the inside surface of the pipe with a 0.005-tich snnular gap around
it.

Electronic Equipment

The small size of the transducer necessitated the development of a
low-noise-levelpreamplifier. A successful solution to this problem was
obtained by the development of a preamplifier of low noise level
(4 x 10-6 volts’)for the frequency range from XO to n, 000 cps (see
fig. 3) . The details sre given in appendix C. In addition to the pre-
amplifier, snother smp~fier was used to increase the output voltage.
The total response of the amplifier combination was uniform, witti
*2 percent, from 300 to ~,000 cps. After simplificationthe output
passed through a vsriable band-pass filter (fiobn-Hite,model 310-AB)
smd then to a vacuum tube voltmeter (Hewlett-Packardmcdel 400 A), a
constant-band-tidthvalve aualyzer (Dormer, model 20 (half’band width,
20 cycles)), snd an oscilloscope. A block diagram is shown in figure 4.

Transducer Calibration

The response of the transducer was not uniform over the frequency
range ~0 <f<~,000 cps. Resonances were found at frequencies of
5,000, 20,000, 33,~, and 65,000 CPS. These resonances were dsmped by
modifications of the transducer but the remaining resonances at 6,~0 cps
snd 65,000 cps could not be completely eliminated. More complete informa-
tion and the calibration procedure are given b appendix D. The compari-
son calibration curve of the transducer from YO to 15,000 CPS is shown
in figure 5. The response to a small air jet IS shown in figure 6.
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Ordinary Static Pressure and Total.Head Measurements

The flow speed in the pipe was computed, assuming isentropic flow,
from measured values of the sixgnation and static pressure in the pipe.
The static pressures were measured through small holes drilled in the
pipe wall. The stagnation pressure was normally tieasuredupstream of
the contraction cone. Boundary-layer surveys were made with an impact
pressure probe that could be traversed from the wall tito the free stream.
The probe o~ening was of rectangular cross section approximately
0.003x 0.020 inch. All pressures were measured on a mercury micro-
manometer to +0.5 millimeter of mercury.

DISCUSSION OF RESULTS

When.the flush transducer system was complete, measurements of the
wall pressure were resumed. It was realized that the imperfections in
the response might lead to trouble later on but it was felt that much
useful information would be obtained with the transducer. .

Response of Transducer ti a Lsminar and Turbulent

Boundary Layer .

A crucial experiment was performed which was designed to show what
portion of the transducer response was caused by the turbulent boundary
layer. Nesr the entrance to the pipe test section it was found that the
boundsry layer was lsmlnar. By tripping this boundary lsyer the response
of the transducer to a lsminar end turbulent boundsry layer could be
observed. Boundary-layer profiles, obtained with the impact pressure
probe, showed that the tripped boundary lay&? was turbulent.

The transducer was mounted in the pipe wall at a station 8 inches
(x= 8 inches) from the contraction cone (see fig. 1). Small holes at
a station 1.k4 Inches upstresm of the transducer were drilled through
the pipe wall. The geometry is shown in the following sketch:

.

.
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The boundary layer was tripped by adnitting air through the holes. This
was accomplished by removing a scotch-tape seal over the ,holes(the pres-
sure inside the pipe was always less than atmospheric). It Was found

> that the transducer response changed only when the holes numbered O, 1,
and -1 hnediately upstream of the transducer were resealed. Figure ~
shows an oscillograph picture of the transducer response..

This result means that an appreciable response from the transducer
is obtained from pressure fluctuations caused by the boundary layer
covering the transducer. This is supported by the fact that the spreading
hdf angle of a turbulent spot is 8.6° according to Mitchner, reference 9.
In the present case the spreading half angle of the turbulence spots must
lie between 8.1° corresponding to holes numbered 1 and -1 end 15.9 cor-
responding to holes numbered 2 and -2 when the angles are measured from
the center of the transducer. These results were found for all Mach
numbers in the range 0.17 <M <0.45. For these measurements it was
found that the overall root-mean-squere background noise level with a
lsminsr boundary layer over the transducer was always less then 1/6 of
the root-meau-square response to the turbulent boundsry layer (see fig. 7,
for exsmple). Intermittent bursts of turbulence were observed at the
higher Mach numbers (Ms 0.43). At still higher Mach numbers M> 0.45
natural transition occurs and the boundary layer becomes completely tur-
bulent at the station x = 8 inches.

Power spectra of the wall.pressure fluctuations at the station
x= 8 inches are shown in figure 8for two Mach numbers sndwith a
lsminsr and tripped turbulent boundary layer. The spectra have been
normalized so that the maximum reading is 1 for the tripped boundary
layer spectra. The low level of the background noise signal with a
I.eminsrlayer is apparent in each case. These spectra will be discussed
sgain subsequently.

. In addition to the above result, the fact that the output of the
transducer is not appreciably affected until the turbulence passes over
the sensitive element implies that there is very little aerodynamic noise

.
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.

generated by the turbulent boundary layer. It would be expected that
some change in output would be noticed if appreciable aerc@ntic noise
were generated since the transducer is quite near the turbulent boundary

.

layer developed when holes nwbered 2 and -2 are used for tripping. The
possibility that appreciable aerodynamic sound is generated at higher
speeds is not ruled out since laminar flow could tit be maintained above
a Mach number of 0.45.

Power-Spectrum Measurements

After it had been established that the transducer response was
caused by the pressure fluctuations in the turbulent boundary layer,
the power spectrum of these fluctuations was measured. The measurements
were made over a considerable range of Mach number 0.2< M<0.~ end
Reynolds number 1.5< Re<20x 106. All Reynolds numbers were based
on distance from the pipe entrance (see fig. 1). Over this range the c

displacement thickness of the turbulent boundary layer varied from approx-
imately 5* = 0.025 inch after tripping at x = 8 inches to
5* = O.OgO inch at x = 58 inches. The velocity profiles were typical

.

turbulent profiles.

A dimensional analysis of the power spectrun along the lines sug-
gested by Liepmann (ref. 10) leads to the conclusion that the nondlmen-

U5(u$
sional power spectrum —

&* ~
should be a unique function of —

5*q2 u’ ‘
and Re. This result can be obtained as follows.

It is smatter of experience that in a given fluid flow an equilib-
rium turbulent boundsry layer will be detiioped for given values of the
parameters M and Re (zero pressure gradient is assumed). In the
boundary layer the fluid flow variables a, P, p, and T sndthe fluid
velocity all take on values appropriate to the particular boundary-layer
flow specified by M and Re.

For a description of the fluctuating pressure it is necesssry to
know (1) the frequency with the dimensions of l/t and (2) the power
spectrum of the pressume with the dimensions Pressure x The = m2z-~-3.
Now, the dimensionless ratio of mean~squsye wall pressure to dynsmic pres-
sure squared must be a function of M and Re in the equilibrium tur-
bulent boundary layer

.
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Assuming that P possesses a power spectrum equation (1) becomes

JmF((.D)
b= F(M,Re)

o ~

32

(2)

@*
If the nondtiensional frequency ~ is introduced, equation (2) becomes

Considering the integrand it is clew that

(3)

(4)

This means that when the power spectrum of the wall pressure is measured
for widely differing values of the parameters mentioned above it should
be possible to find the function G by experiment.

It was realized, however, that the nonuniform response of the trans-
ducer would introduce difficulties into any attempts to correlate the
measured spectra. Worn reference 11, the output power spectrum of a
line= system, a transducer for instance, is related to the tiput power
spectrum as follows:

Output power spectral density =
Input power spectral density

(5)
(Impedance of system)2

Unless the impedance of the transducer is independent of frequency, the
output spectmm gives a distorted representation of the input spectrum.
The similarity function G of equation (4) csnnot be determined unless
corrections are made for the transducer impedance.
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.

A number of spectra were measured over a wide range of q, U,
and 5* to make possible a psrtial check of equation (k). It was found .
that the best correlation of data for some-~ spectra w&s obtained by
simply dividing the power spectrum by q2 and plotting it directly
against the frequency. Figure 9 shows 6 representative spectra selected
from the total of 20. The selection was made in such a way that the range
of Mach and Reynolds numbers of the investigation is covered. The root-
mean-square values of the pressure fluctuations divided by the dynamic
pressure are shown for each of the spectra. An absolute calibration of
the wave analyzer was not made for these measurements. Thus, the areas
under the spectral density curves can only be compsred with each other.
The spectral density curves have all been normalized with respect to the
msxhum value of the spectral density obtained for Mach number 0.771.
The data reported in figure 9 were taken with a reservoir pressure~and
temperature of 0.98 atmosphere and 85° F, Respectively.

Referring again to equation (5) it can be seen that the output and a

input power spectra are proportional to each other (as would be true for
any linesr system). Thus figure 9 shows that the power spectrum of the
transducer output is roughly proportional-to q2 at any given frequency. -.

(For fig. 9, q2 was vsxiedby a factor of 100:1.) The fact that the
spectra did not check equation (4) is interpreted as follows. At 10W

frequencies the transducer has a lsrge resonance peak. The output power
spectra therefore cannot scale with U and 5* as required by eqga-
tion (4). Note also that the spectra sre relatively flat above 10,000 cps
again making it difficult to detect scaling.

Some evidence of scaling of the power spectra was obtained as shown
in figure 10. The transducer output power’spectr-m was csxefully measured
at an upstream and downstream station in the pipe. For each case the
sonic throat was not changed, only the transducer was moved. The spectra
are typical of the results obtained and show> in each case~ a msrked
increase in energy content at low frequencies when the boundary-layer
displacement thickness was lsxgest. It should also be noted that the
spectra appear relatively flat though decreasing with frequency. It is
interesting to return to the spectra taken immediately downstream of the
trip (see fig. 8). In the nonequilibri.umboundsry layer immediately
after tripping the energy is spread uniformly over a large frequency
range at M = 0.426 and over a smaller rsnge at M = 0.197. Apparently
the larger scale structure which may be responsible for the low-frequency
energy has not yet developed. Also any intermittent processes in the
boumdary-lS.yertrsmsition to turbulence t-~t introduce lsrge pressure
peaks will contribute considerably to
It does not seem possible to conclude
at present.

the spectrum at high frequencies.
anything further about these spectra

.

.
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Mean-Square Pressure Measurements

In the previous section it was shown that the transducer output
power spectrum was approximately proportions to the dynsmic pressure
squared. More precise measurements of the mean-square wall pressure
were made using a Hewlett-Packsrd root-mean-square vacuum-tube voltmeter
which has a uniform response A2 percent over the frequency range of
interest soo<f<~,ooo Cps. It is known that this instrument does
not measure the true root-mean-square value of a random signal; however,
the error is small and less than other errors that sre possible.

Measurements of the root mesn squsre of the wall pressure were tie
over a wide range of Mach number snd Reynolds number. The ratio of the
root mean squsre of the wall presswe to the dynsmic pressure was fo
to be constant for the range &d0.2<M<0.8 and 1.5<Re<20x10.

The constant which is the function F of equation (1) was approxi-
mately evaluated by the assumption that the average transducer response
is IX 1o-6 v/dyne/cm2. The basis for this assumption was obtained by
estimating a average value from the calibration curve of figure 5. It
is not possible to tell exactly what error is introduced by this value
because the response above 17,000 cps is not known. Using this number,
the points of figure 11 were plotted. It can be seen that the ratio.-—

E is approximately constant sndequalto O.0035. It should be noted
~
that another source of error is the finite size (3/16-inch diameter) of
the transducer. An error will be introduced if the wall pressure fluctua-
tions are not correlated over the entire trsmsducer disk. In this case
the transducer output will be low compsxed with the true value of the
root-mean-square pressure at a point. The estimated error for these
measurements is A33 percent and is twice the msximum scatter of the points
in figure ll; this is shown by the length of the vertical lines through
each point. Measurements of the spatial correlation of the wall pressure
with transducers of more uniform frequency response that are now being
made will improve the accuracy of the measurements.

It was also found that no effect of the trip on the root-meu-squsre
pressure could be detected when the Mach number was greater then 0.2
and the measuring station was 14 or more inches downstream of the trip.
The root mean squsre of the wall pressure was approximately n percent
greater immediately downstream of the trip than elsewhere in the boundsxy
layer.

These results can be compared with an account of the measurement of
aerodynamic noise on an airplane wing by MiiK1.and Algranti (ref. 12).
They report the measurement of the fluctuating wall pressure in a tur-
bulent boundsry layer over a speed range of 0.2 <M < 0.8 and a
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freqyency range of 20 < f < 10,000 cps at
and 30,000 feet. They found that the ratio

NACA TN 4139

altitudes of 10,000, 20,000,
of root-mean-sqpsre pressure

to dynsmic pressure decreased linearly up to Mach number 0.5 and was con-
stant and eqti to 0.0013 for higher Mach numbers. Mull and A&anti
also present spectra taken at various altitudes with a 5-octave band
analyzer. They do not draw sny conclusions about their spectra. The

cause of the decrease in F/> q with Mach number is not known. The@

value for F/‘~ q above M = 0.5 is lower than the present result.
However, allowance shoul.dbe made for the much smaller frequency range
of their data, combined with the effects of scaling. (Their boundary
layer thiclmess, 1.35 inches, was approximatelytwice the largest boundaxy
layer thickness of the present tests. Thus, the frequency range from O
to 10,000 cps should contain more energy than wou3.dbe contained In that
rsnge for the present investigation.)

.

.

?

CONCLUSIONS
.

A low-noise- and low-turbulence-levelwind tunnel and a flush-mounted
barium titanate transducer.have been used to measure the wall pressure
fluctuations in a turbulent boundsry layer. It has been found that:

1. Up to a Mach number of 0.43, the transducer responds only to the
wall.pressure fluctuations in the boundary layer covering the transducer.
When the boundary layer is lsminar over the transducer and turbulent
within 1 diameter (3/16 tich) of the transducer the response is the same
as It is for a layer completely lsminar everywhere withti 25 diameters
of the transducer. This mesms that, up to a Mach number of 0.43, the
wall pressure fluctuations are much larger than any sound generated by
turbulence in the boundary layer without motion of the wall.

2. The spectrum of the walJ_pressure e@ends to 50 kilocycles.
There are systematic changes in the spectrum at low freqwncies,
f < 10 kilocycles, when the Reynolds number is varied.

—

3. The ratio of the root-meem-squsrewall pressure to the free-
stresm dynsmic pressure is a constant (0.0037) over a wide range of Mach
and Reynolds numbers (0.2 <M< 0.8 and 1.5 <Re < 20 x 106). The

.

.



NACATN 4139 15

above root-rnean-squsrewall pressure may be underestimated if the pres-
sure fluctuations are not correlated over the complete diameter,
3/16 inch, of the transducer. Measurement of the correlation length is
planned for the future.

California Institute of !l?ecbnology,
Pasadena, Calif., May 28, 1956.
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APPENDIX A

A DESCRIPTION OF TEE LOW-NOISE- AND

LOW-TURBULENCE-LEVELFACILITY

Introduction

The problem of obtaining a high-speed flow of air at a low sound
and turbulence level undoubtedly has many solutions. A desirable
method, which was considered for the present design, is to use a blow-
down type of system with large pressurized and/or evacuated tanks.
With this method the noise from a compressor plant is not present when
the stored air in the tanks is being used. Since rather complicated
measurements have eventually to be performed, the intermittent type of ?

tunnel has serious drawbacks. Furthermore, no large tanks were avail-
able at GALCIT for a blowdown-type system. It was thus decided to use
the existing compressor plant of the GALCIT 4- x 10-inch transonic .

tunnel as an air supply in order to avoid excessive expense. The design
problem was, however, considerably complicated because the high noise
level of the centrifugal compressor plant had to be mirdmized before the
air was used.

The complete system, as finally designed, is of the closed-return
type, operating in parallel with the 4- x 10-inch transonic tunnel (see
fig. 12). The system consists of a large-diameterpipe to conduct the
air to the test area at low speeds and a smaller-diameterpipe connected
to the compressor intake, which removes the air from the test area. The
supply pipe can be fitted with various-sized contraction cones to pro-
vide closed or open jets of high-speed air. After use, the high-speed
air is passed through a diffuser comected to the return piping.

The flow turbulence fran the compressors is minimized by inserting
fine mesh screens in the supply pipe. The noise from the compressors is
minimized by lining the supply pipe with sound insulation material and

—

by vibration isolation of the supply pipe. The supply pipe is l/h-inch-
thick steel, in order to shield the inside air from the smbient noise
outside the pipe.

Aerodynamically generated noise is also created when the air flows
tn the compressors or piping. Little noise is created in the supply
piping since the velocity is low. A considerable amount of aerodynamic
noise is generat&i in the high-speed tiffuser. In order to prevent the
greater portion of this noise from reaching the test region, a sonic
throat of variable cross-sectionalarea is inserted at the entrance of
the diffuser. The variable-area throat regulates the speed of the air

c
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flow and prevents the propagation of diffuser and ccsnpressornoise
upstresm to the test area. With the above general description in tind
the design details can now be presented.

Design Details

ChnTpressors.- The tunnel is powered by two Ingersoll-Rand type of
“FS” motor blowers. These centrifugal compressors are connected in
series and can supply 8,0@I to 16,OOO cu ft/min of air at a compression
ratio of 1.4. The 4- x 10-inch transonic tunnel uses a maximum of
11,000 cu ft/n& of a~ leaving a SUI-@US capacity of approximately
5,0CQ cu ft/min for the present purpose.

Piping system.- Air is taken from the settling chsmber of the trsn-
sonic tunnel and returned to the intake of the cmnpressors (see fig. 12).
The pipe for this purpose was fabricated from l/&inch-thick steel plate,
which is thick enough to provide approbtely 40 decibels of acouatic
shielding for the air inside the pipe. The pipe is of welded construc-
tion with three flsmged connections. Rubber gaskets are used at the
flanges and the flange bolts are padded with rubber washers in order to
prevent metal contact and thus reduce sound transmission to the test
area. b addition, all the piping is supported on l/4-inch-thick rubber
pads which provide considerable tibration isolation.

The size of the piping upstream of the test area is 22 inches inside
dismeter. Thus, the flow velocity is a maximum of approximately
31 ft/sec when 5,000 cu ft/min of air are flowing. The piping down.
stream of the sonic throat and diffuser is 15 inches inside diameter,
and the velocity is higher, approximately 75 ft/sec.

The long supply pipe (see fig. 12) was necessary in order to pro-
vide a sufficient area of sound insulating material. Each corner is
protided with turning vanes. The flow velocity is low in the supply
pipe, so that the pressure drop is negligible.

No attempt was made to calculate the efficiency of the system since
the compression ratio of the compressors is independent of volme flow
and the present piping system is very similar to the 4- x 10-inch
trsmsonic-tunnel system.

Sound absorption and material.- The sound pressure level at the
settling chsmber of the 4- x 10-inch transonic tunnel is 119 decibelti,
(relative to 0.0002 dynes/cm2) as measured bya General Radio sound level
meter. The noise spectrmn at that point was measured with a General
Radio type 760 sound analyzer (fig. 13). The spectrum shows that the
noise from the compressors is a mximum at 60 cps, which corresponds to
the compressor rotation speed. In addition, the noise at high Frequencies
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from 100 to 6,OOO cps is considerable. The above noise measurements
were made with a crystal microphone whose frequency range extends to
01’dJ 8,000 CpSc

The naise level of 119 decibels had to be reduced considerably
before a usable air supply would be obtained. For lack of better
information, a noise level at the supply outlet of 40 decibels was
selected as a specification for the sound insulation. This level is
an average of 20 decibels above the threshold of hearing and would be
inaudible except in very quiet locations.

After familiarization with the sub~ect of noise reduction (the
help of Dr. I. Rudnick of the Physics Department of the University of
California at Los Angeles is gratefully acknowledged) it became appa-
rent that it would not be economically feasible to lower the sound
intensity at low frequencies ta 40 decibels. A short explanation is
as follows: Most sound-absorbingmaterials are made from porus,
fibrous substances which abstract energy from the sound waves that
impinge upon them. The ener~ Is removed by the viscous heating of the
air as it moves through the pores of the material and by the friction
of the fibers of the material as they slide over one another. At high
frequencies..thevelocity and pressure gradients in a sound wave are
large (they are proportional to the frequency for a sine wave), and a
thin layer of material is sufficient to abstract an appreciable frac-
tion of the sound energy. At lower frequencies a thicker layer of
sound insulation is required since the gradients are smaller. Finally,
at low frequencies, of the order of 100 cps, ordinary sound insulation
must be very thick in order to be effective.

The material selected for the lining of the supply pipe was glass-
fiber blanket. An approximate computation, with the help of Dr. Rudnick,
showed that a lining 3 inches thick would attenuate the noise in the
22-inch-inside-diametersupply pipe approximately 2.75 db/ft at fre-
quencies above 300 cps. Thus, for a 35-foot pipe the sound attenuation
to be expected is 96 decibels at frequencies above 300 CPS. The actual
sound attenuation should be greater than this since the turns in the
pipe are advantageous in that they break up any beams of sound propa-
gating along the pipe axis. It was necessary to include the four turns
in the piping i.norder to accommodate the 35-foot length of pipe in the
available space.

The sound-insulatingmaterial was Gustin Bacon “Ultralite,” a glass-
fiber blanket of 3 lb/cu ft density bonded together with thermosetting
plastic resin. Glass-fiber blanket was chosen as the sound-insulating
material because it is an efficient sound absorber, does not rot, is
resistant to heat and cold, tid is economical. ●
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The pipe
blanket. The
vinyl plastic
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was lined with three l-inch thicknesses of the glass-fiber
l-inch thickness exposed to the air was obtained with a
spray coating on the inner surface. The coating binds the

glass fibers together and ~revents their entrainment by the air. In
order to hold the lining in place and to provide an aerodynamic surface
free of long-wave-length undulations, sheets of punched aluminum,
0.023 inch thick with 3/32-inch-diameter holes on 1~-inch centers,
were used as a covering material for the glass fiber. The material used
is Navy specification metal covering for sound insulation and does not
appreciably reduce the effectiveness of the glass-fiber blanket. The
aluminum sheets were bent into a circle and expanded inside the pipe to
hold the glass-fiber lining in place. Sheet-metal screws were used to
fasten the altirium sheets together.

Contraction section.- The end of the supply pipe is fitted with a

~-foot-long contraction section. This section was built up from lami-

nations of glass-fiber cloth impregnated tith a thermosetting resin and
is 3/8 inch thick. The section inside diameter is 22 inches at the
entrance and 4 inches at the exit. The section was made on a painted
and polished wooden form, so that the inside surface is very smooth.

It is believed that the use of glass-fiber lsminates (such as the
present contraction section) for transition sections, test sections, or
diffusers would be very satisfactory and economical. To date there has
been no difficulty with the present section which has been operated,
infrequently, at 600 C!stagnation temperature.

Diffuser and sonic throat.- Zhe diffuser is a simple conical section
with a 3° half-angle expansion and a k-inch-diameter entrance. The
length chosen was 4 feet at which point there is an abrupt increase in
area. ‘Theflow should separate at this point but not before. Thus, the
separation point in the diffuser is fixed, giting a stable flow in the
vicinity of the sonic throat at the diffuser entrance.

Performance

The following measurements of the performance of the faci~ty have
been made:

Sound absorption characteristics of in supply pipe.- h
order to determine the amount of sound absorbed in the supply pipe the
sound level and spectrum were measured at the entrance (point A of
fig. 12) and near the exit (point B of fig. 12). The measurements were
made with the compressor plant operating and with air flowing in the
k- x 10-inch transonic tunnel. The 4-inch-diameter end of the con-
traction cone was plugged up with rags in order to”measure only the
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noise propagating down the supply pipe or that transmitted through the
l/&-inch steel-pipewalls. The sound pressure level was 119 decibels

(relative to O.004)2dyne/cm2) at point A and”108 decibels “atpoint B.
The sound spectrum at the above points is shown in fimre 13. The

.

a

measurement~ were made with a G&eral Radio
and sound analyzer, type 760, respectively.
cutoff frequency was 8,OOO cps, was used.

From figure 13 it is apparent that the
effective above 250 cps and that the design

sound lem-l met&, type 759,
A crystal microphone, whose

sound insulation was quite
calculations are verified.

Noise from diffuser.- The diffuser was very noisy. A test was made
with the 4-inch-diameter end of the contraction section attached to the
diffuser entrance and the ogival central body mounted in the diffuser
entrance. As the butterfly valve downstream of the diffuser was opened
the noise level in the room increased and then dropped sharply approxi-
mately 12 decibels when sonic flow was established over the central body. *

The noise level decreased slightly as the butterfly valve was opened
further and then .increased. Apparently, the minimum noise level was
reached when the valve position was such that the supersonic flow down- b

stresm of the sonic throat Ud not separate from the diffuser walls.

The diffuser piping radiated considerable noise into the room. It
has been completely enclosed with aluminum sheet metal and the space
between the pipe and aluminum sheet metal filled with rock-wool insulat-
ion. The sonic throat was very effective since a decrease of 12 decibels
means that a large fraction of the sznbientnoise in the test area was
diffuser or compressor intake noise.
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BARIUM TZCANATE TRANSDUCER DESIGN AND TECHNIQUES

APP~IX B

The transducer design was complicated by the reqtiement that the
transducer be vibration isolated from the surrounding structure. In
addition, a sensitive element flush with the surface was necessary in
order that the flow in the boundary byer would not be disturbed. A
solution to these problems was obtained by the system shown in figure 2.

Vibration isolation is obtained by mounting the sensitive element
on a heavy brass body emd stem which is suspended on a soft “O” ring
made of silicone rubber. The natural frequency of the body on the
“O” ring is below 300 CPS. Very effective vibration isolation is.
obtained with this system. The transducer output when suspended on the
“O” ring Is approximately 1 percent of the output when the transducer
is in contact with a given source of high-frequency vibration. In addi-.
tion to vibration isolation, the “O” ring provides a seal against the
pressure differential between the inside and outside of the pipe.

The sensitive element, a 3/16-inch-diameter x O.100-inch-thick disk
was cut from a large disk of prepolarized barium titanate (Brush
Electronics Corporation, ceramic “B!’). It was found that polarized
barium titanate could be cut by a rotating thin-walled c~er cylinder
using a slurry of water and abrasive without destroying the initial
polarization present in the material. The electrode surfaces were not
damaged by this process:

The barium titanate disk is carried on a polystyrene bushing fas-
tened to the end of a steel post which can be adjusted so that the sensi-
tive element is flush with the pipe wall. The glue used to fasten the
barium titanate disk to the polyst~ene is a conductive silver paint
(Micro-circuits Company, silver conductive paintj SC 12). The Paint is
also used to make an electrical connection with the center wire inside
the post. Next, the sides of the disk and edge of the conductive paint
joint were given a thin coat of polystyrene insulation (Amphenol
Electronics Corporation, Polyweld “912”). When the insulation was dry
a thin strip of conductive paint was app~ed over the insulation from
the exposed electrode to the metal post. ‘I!hepost was grounded to
shield the inner wire from stray electrical pickup.
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PREAMPLIFIER DESIGN

A preamplifier was constructed for the transducer. The preamplif-
ier was necessitated by the low signal level from the bsrium titanate

disk, approximately 1 x 10-6 v/dyne/cm2. The consideration affecting
the design was primsrily t% necessity for a low residual noise level
to keep the signal to noise level as high as possible. To this end
tubes used in the preamplifier were specially designed to withskd
tibration and shock. The response of these tubes to vibration ~d sound
is very much less than that of conventional-typetubes. me prea@iifi.er
is battery powered, is suspended by rubber bands inside its case, and
is connected to the transducer by special coaxial cable (Microdot
Division, Felts, Corporation,

c
coaxial “mini-noise” cable) that is insensi-

tive to vibration.
.

The wiring dia~am is shown in figure 3. The preamplifier includes
an input and output cathode follower and a single stage of gain from the

—

7W0 pentode. The method of grounding was found to be very i~ortant in
preventing 60-cycle pickup. The entire system, preamplifier, batteries,
and transducer, is shieldedby containers connected by shielded cables;
however, the system is grounded at one point in order to prevent circu-
lating currents in the grounding system.

When attached to the transducer the noise level from the preampli-

fier is 4 x 10-6 volts for the frequency range 300 < f < ~,000 cps.
This low noise level enables the transducer to respond to a sound pres-

sure level of the order of 90 decibels (relative to 0.0002 dyne/cm?) with
a ratio of signal to internal noise of 2:1. The frequency response of
the preamplifier was checked and found uniform within & percent over
the range 30 < f < ~,000 cps. The one-half power point (response down
30 percent) occurs at 100,000 cps. The input impedance of the cathode
follower was measured and found to be approximately 2&1 megohms. The

capacity of the transducer is 73 x 10-~ fsr?adsgiving a time constant
of 0.02 second. Thus, the preamplifier and transducer should be able
to respond faithfully to frequencies as low as 50 cps.
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APPENDIX D

CALIBRATION OF THE TRANSDUCER

There was a possibility that the transducer woula respond to sheer.
stress fluctuations in addition to normal pressure fluctuations. The
follmwing tests were performed. One strand was discarded from a three-
strand nylon thread, and the rough thread was glued to the surface of
the bariumtitanate disk. The transducer output was noted when the
str@g was pulled through the f~ers when orientated at 90° (A) and
0° (B) to the disk surface as shown in the following sketch.

(A)

Bsrium Is Glue

‘i=?
position (B) was always l/10 or
Thus, the transducer responds to

the transducer was checked in two

It was found that the output in
less of the output imposition (A).
normal and not shear stresses.

The normal pressure response of
ways. At frequencies below 15,CX30cps a cmparison calibration with a
calibrated Altec 21-BR-130 condenser microphone was performed. This
was done as .folbws. The transducer was mounted in the wall of the
h-inch-dismeter pipe. At the same station a hole was drilled in the
pipe and the condenser microphone was inserted flush with the wall. A
sound field was set up in the pipe by a SW 4-inch-diameter radio
loudspeaker that was sealed to one end of the pipe about 3 feet from
the transducer and microphone as shown in the following sketch.
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Loudspeaker
Transducer

( 4-inch-diameterpipe ~~
—

+
—

3 feet ●

The loudspeakerwas driven by an audio amplifier and oscillator. It
was found that appreciable sound pressure could be obtained over the
frequency range 300 < f < 15,000 by carefully tuning the oscillator to
give a maximum output from the loudspeaker. The maximum output was
apparently caused by resonance of the loudspeaker diaphra~.

Initial tests showed that there was a very severe resonant peak in
the transducer near 5,000 cps. Tests witha plastic film over the end
of the transducer established that the annular gap-arom”d the transducer
at the surface formed the “neck” of a Helmholtz resonator and that the
trapped air around the transducer stem between the first “O” ring and
the neck supplied the spring force or “stiffness” reqpired to maintain
the oscillation.

The spacing in the annular gap around the whole length of the trans-
ducer stem was reduced to approximately 0.005 inch and the fit of the 45°
bevel on the stem was improved in an effort to add viscous air damping
and thus reduce the resonance.

The transducer was then calibrated with the results shown in figure 5.
The resonant peak was now at 6,OOO cps and the smplitude was very much
reduced from the initial value.

A calibrated microphone for frequencies above 15,000 cps was not
available. However, a qualitative assessment of the transducer response
for high frequencies,up to approximately 100,000 cps, was obtained by
exposing the transducer to the sound field from a small supersonic air
jet. The response was detected by a Sierra wave analyzer (Sierra
Electronic Corporation, model 121, 15 to WO kilocycles).

,

.
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~tially the transducer response showed three resonsnt peaks at 22,
33, and 65 kilocycles. It was found that the peaks at 22 and 33 kilo-
cycles could be damped by supporting the transducer stem with resilient
material. Fiberglas blanket was tried first. However, similar effects
were obtained by adding more 1’0”rings to support the stem. This is the
reason for the ~our si~cone rubber “O” rings shown in figure 2.

It was not possible to remove the resonsnce at 65 kilocycles,
although the magnitude of this resonance was considerably reduced by
the ~’0”rings. This resonant peak may be caused by the extensional mode
of the transducer stem. For instance, the speed of sound in brass is
approximately 11,000 ft/sec. A brass rod of the length of the stem
(approximately 1 inch) has a fundamental vibration tie at 66,000 cps.

It was found that the energy content of the turbulent-boundary-
layer pressure fluctuations above 50 kilocycles was relatively small;
therefore, measurements are not reported above ~ kilocycles. Figure 6
shows the results of the spectrum measurements of a srdl air Jet tith
the transducer in its final form. The response is free from extreme
peaks. The rise in output at high frequencies is caused by the air-jet
sound field.
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Figure 5.- Ccmprison calibration of trmsducer against Altec 21-ER+50 microphone.
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L-57.4224

Figure 7.- Oscillograph record of transducer output voltage with laminar
boundary layer (upper photo~aph) and output.voltage after tripping
the boundary layer (lower photograph). & = 0.35; 5* . 0.02’5inch
approxhatel.y; Re = 1.5 x 106.
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